
CCTV
8 Channel DIY 960H
Surveillance Systems

A total home or small business solution.
• Includes 8 cameras, professional digital video recorder, connection leads & power supplies.
• Easily installs in just a few hours.
• Ideal for home or office.
• Suitable for DIY
• Just add a hard drive and plug it in!

Professional grade DVR.
The DVR includes professional grade features such as adjustable video quality, H.264
compression, external USB drive support, HDMI monitor connection, file management, date/time
stamping, mouse & IR remote; schedule, motion & alarm triggering. Ethernet connection
provides the convenience of remote monitoring on most platforms and smart devices.

High spec cameras.
Each kit includes eight infra-red equipped cameras
providing excellent quality picture during both day
and night. All cameras are weatherproof allowing
you the flexibility of mounting indoors or in exposed
outdoor locations. 
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Three kits available: one low price!

S 9907 4 Dome / 4 Bullet System.
Includes:
• 1 x 8 channel H.264 DVR
• 4 x weatherproof vandal resistant dome cameras
• 4 x weatherproof outdoor cameras
• 8 x 20m BNC & power hook up leads
• 1 x power splitter lead
• 2 x power supplies 

S 9906 8 Bullet System.
Includes:
• 1 x 8 channel H.264 DVR
• 8 x weatherproof outdoor cameras
• 8 x 20m BNC & power hook up leads
• 1 x power splitter lead
• 2 x power supplies 

S 9905 8 Dome System.
Includes:
• 1 x 8 channel H.264 DVR
• 8 x weatherproof vandal resistant dome cameras
• 8 x 20m BNC & power hook up leads
• 1 x power splitter lead
• 2 x power supplies 

Bullet Camera Specifications:
• 1/3” HDIS Sensor • 700 TV lines (960H) • IR Cut • 20m IR range • 24 Infra-Red LEDs • 0.001 Lux 
• IP66 rated for outdoor use • 3.6mm f2.0 lens • Size: 86W x 60H x 55Dmm

Dome Camera Specifications:
• 1/3” HDIS Sensor • 700 TV lines (960H) • IR Cut • 20m IR range • 14 Infra-Red LEDs • 0.001 Lux 
• Vandal resistant • IP65 rated for outdoor use • 3.6mm f2.0 lens • Size: 94Ø x 69mm

Available From:

*Due to price volatility of these items we recommend you contact your dealer for latest pricing and availability. E&OE. Specifications, kit con-
tents and pricing subject to change without notice. Distributed by Altronic Distributors Pty. Ltd. Ph: 1300 780 999  www.altronics.com.au

Digital Video Recorder Specifications:
• H.264 compression • 960H (960x576) real time display/recording  • 8 channel simultaneous recording
• 200fps real time recording (25fps per ch.) • 1 SATA HDD bays (4TB max). • USB 2.0 ports for backup •
Schedule, alarm & motion detect recording • Hexaplex operation: preview, recording, playback, network
live viewing, network backup & network playback • PTZ control (when used with PTZ cameras) •
Composite, VGA & HDMI monitor output • RJ45 ethernet connection • Mouse & IR remote control

Hard Drives To Suit (purchased separately)*:
D 5513A 1TB Seagate® SATA3/2 Hard Disk Drive
D 5515 2TB Seagate® SATA3/2 Hard Disk Drive
D 5517 3TB Seagate® SATA3/2 Hard Disk Drive


