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3 Australian made

3 10 year manufacturer warranty with local product support

3 6 microphone and line inputs and 2 dedicated line inputs.

3 Balanced microphone inputs.

3 Line inputs via balanced XLR and twin RCA sockets.

3 Separate recessed bass and treble tone controls.

3 Individual input and master volume controls.

3 Selectable VOX muting of line inputs.

3 Selectable phantom power for each mic input.

3 Microphone bass cut internally selectable.

3 Mic inputs can routed through tone controls or bybassed.

3 Optional Alert/Evacuation tone generator board A 4573.

3 Optional Compressor board A 4426.

3 24V DC input.
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A high performance mixer developed by Redback®, incorporating
individual channel treble/bass controls and priority paging. Inputs
1-6 can be configured to balanced microphone or line input as de-
sired. XLR and dual RCA sockets are provided for each input. Inputs
7 & 8 are dedicated line inputs provided with dual RCA sockets. In-
puts 1-6 include an individual 4 way DIP switch enabling selection
of phantom power on/off, mic/line input, 100mV/1V sensitivity and
mic/line operation of vox muting. The front panel includes volume
controls, tamper resistant screw driver adjust treble and bass con-
trols for individual input channels.

High Performance

Frequency response extends from 30Hz to 15kHz on the
microphone inputs and 18Hz to 23kHz on all line inputs at a total
harmonic distortion (THD) of less than 0.3% via a high quality
balanced XLR connector.

VOX Muting Functionality

The mixer has 3 levels of priority paging/muting: 
Input 1 Priority 1 – mutes inputs 2 to 8, 
Input 2 Priority 2 – mutes inputs 3 to 8,  
Input 3 Priority 3 – mutes inputs 4 to 8. When fitted, the optional
A 4573 assumes priority 2.

Power Options

Designed to operate from either a 240V AC mains source or 24V
DC during battery backup situations. 

Redback® mixers are proudly designed, engineered and
manufactured in Australia. 

Each unit is covered by a comprehensive 10 year parts and labour
warranty. Redback® offers rock solid reliability from over 30 years
experience in the commercial sound industry. Redback® offer locally
available servicing and parts, plus the ability to offer feedback direct to
the manufacturer. 

Overview

About Redback® Public Address Mixers

Key Features

®
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Electrical
Input 1-6: 6 mic - balanced 200-600Ω 

or 6 line unbalanced 100kΩ
Input 7-8: 2 line unbalanced 100kΩ
Output: 600Ω balanced 0dBm
Distortion: less than 0.3%
Frequency Response:            Mic 30Hz - 15kHz, Line 18Hz - 23kHz
Signal to Noise Ratio: All controls min. -98dB
Sensitivity: Mic 1.25mV, Line 100mV-1V
Phantom Power: Nominal 12V DC

Connectors
Output: 3 pin XLR balanced

RCA Stereo Tape Out
6.35mm 1/4” headphone

Mic Inputs: 3 pin XLR balanced
Line Inputs: 3 pin XLR balanced

RCA stereo sockets

Controls
Master: Volume
Mic and Line inputs: Volume
Bass: ±10dB @ 100Hz
Treble: ±13dB @ 10kHz
Indicators: Power on, Signal present, VU meter LED
Power Supply: 240V AC or 24V DC (via 2.1mm DC socket)
Protection: 0.5A fuse

Mechanical
Dimensions: 482W x 152D x 44H mm
Weight: ≈3.0kg

Specifications

Rear Panel
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Inputs

1-6 7-8

3 pin XLR fem. (balanced)
or Stereo RCA

Stereo RCA

Connections

Outputs

Master Tape Out

3 pin XLR male (balanced) Stereo RCA

1 240V AC input

2 24V DC input 

3 Mute level control inputs 7-8

4 RCA stereo tape output

5 XLR 3 pin balanced master output

6 RCA Stereo inputs 7-8

7 XLR 3 pin balanced mic 6 input 

8 Optional Alert/evac board controls 

9 Optional Alert/evac board terminals

10 Master output config. DIP switches

11 Input config. DIP switches

12 RCA Stereo line inputs 5-6

1 2 3 4 5 6 7

8 9 10 11 12

Optional Accessories

A 4426 Compressor Compander Board

This optional plug-in module can be fitted internally to inputs 7 and 8. It
maintains a consistent output level during CD/DVD playback.

A 4573 Alert/Evac Tone Generator Board

This optional plugin board generates pre chime, bell, alert and evacua-
tion tones. The alert tone can function continuously, or switch to evac
tone after a preset time delay (adjustable 30 seconds to 4.5 minutes). 

Made in Australia by Altronic Distributors Pty. Ltd.
Ph: 1300 780 999 Fax: 1300 790 999 Internet: www.altronics.com.au
© 2016 Altronic Distributors Pty. Ltd. Specifications subject to change without notice. E&OE. Revision date: 08/07/2016
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