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1.Mechanical Dimension:
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Notes:

3.0 MIN

5.0 +- 0.5

12.0 MAX

0.7 +- 0.05

4.11

5.03

10.75
0.69
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2. Electrical Characteristics (at 25degC / RH 65% unless otherwise specified):

Agilent4285A

Testo608-H2

Agilent4284A

ChenHwa502

Agilent4285A

L

Turns

Ope.Temp.

Weight

R.Current

DCR

Q

100uH ± 10%

58.5Ts REF

-20 TO 80℃

2.14g/pcs

1.13A MAX

0.221Ω MAX

20 MIN

Test InstrumentTest Item Specifications Typ.

101.5uH

0.19Ω

26
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Notes :

@796KHz 0.25V

@796KHz 0.25V

Test conditions 

1.Rated Curren:It is either the inductance is 10% lower is than its initial Value in DC. Saturation characterstics or temperature rise becomes
20Deg. (Ta=20Deg.)  Whichever lower.
2.Above definition are general standards for the designing of the inductor,  The definition of  specification shall prevail if there is any
discrepancy with the definition of specification.
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4. Packaging Specification:

 Outside Packaging:

Each bag:

Each box:

 Small carton: Outer carton: pcs;

   100

   500

    4,000

pcs;

pcs; NW.: KG; GW.: KG

pcs;

Notes of  inside packing :

Notes  :

    2,000

Inside Packaging:
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