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Altronics Part Number Description

L 8200 - L 8262 SMD Inductors
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Features

* Silver plated, low cost design.

* High power, high saturation inductors.

¢ Ideal inductors for DC-DC conversion.

* Available on tape and reel for auto surface mounting.

Characteristics

e Rated DC Current: It is either the inductance is 10% lower than its initial value in D.C.
saturation characteristics or temperature raise becomes AT=40°C (Ta=20°C), whichever is low.

* Operating temperature : -20°C to 80°C.

Test equipments

L : Agilent 4284A or Agilent 4285A LCR meter.
DCR tested by Milli-ohm meter.

* Electrical specifications at 25°C.

Applications

* Power supply for VTRs.

* LCD televisions.

* Notebook PCs.

e Test equipments

* Portable communication equipment
* DC/DC converters,etc.

Inductance Max. DC
Pack 5 OEM Reel +10% Current Rating Resistance
L 8200 L 8202 10pH 2.3A 0.07Q
L 8212 L 8214 22uH 1.5A 0.11Q
L 8218 L 8220 33uH 1.2A 0.13Q
L 8224 L 8226 47uH 1.1A 0.18Q
L 8236 L 8238 100uH 0.72A 0.43Q
L 8242 L 8244 150uH 0.58A 4.64Q
L 8248 L 8250 220pH 0.49A 0.96Q
L 8254 L 8256 330puH 0.40A 1.26Q
L 8260 L 8262 470uH 0.34A 1.96Q

Measuring Frequency
10~82uH @2.52MHz 0.25V; 100~330uH @ 1kHz 0.25V



