
SPECIFICATION
MODEL RS-50-3.3 RS- -550 RS- -1250 RS- -1550 RS- -2450 RS- -4850

OUTPUT

FREQUENCY RANGE

EFFICIENCY(Typ.)INPUT

SAFETY STANDARDS

VIBRATION

MTBF

DIMENSIONOTHERS

NOTE

PACKING

3.3V 5V 12V 15V 24V 48V

10A 10A 4.2A 3.4A 2.2A 1.1A

33W 50W 50.4W 51W 52.8W 52.8W

80mVp-p 80mVp-p 120mVp-p 120mVp-p 120mVp-p 200mVp-p

3.0% 2.0% 1.0% 1.0% 1.0% 1.0%

0.5% 0.5% 0.5% 0.5% 0.5% 0.5%

2.0% 1.0% 0.5% 0.5% 0.5% 0.5%

72% 78% 81% 83% 84% 86%

50 ingl utpu witchin owe upply R S -50 s er ies

WITHSTAN OLTAGE

ISOLATIO ESISTANCE
I/P-O/P:3KVA /P-FG:1.5KVA /P-FG:0.5KVAC

I/P-O/P /P-FG /P-FG:100 hms/500VDC

ENVIRONMENT

SAFETY &

EMC
(Not )

PROTECTION

EM ONDUCTIO ADIATION

RIPPL OIS max.) Note.2

VOLTAG OLERANCE Note.3

Complianc N61000-4-2,3,4,5,6,8,11 NV50204 N61000-6- EN50082-2 eav ndustr evel riteria A
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