5203 Series

P.L.C.C. Socket

Features:
* Through hole.

* Accept chip carriers conforming to JEDEC spec.

* High temp PPS insulator available.
* Additional plating options available.

Material:

Housing: Thermoplastic Polyester Glass Filled UL94V-0.
Contacts: Copper Alloy.

Electrical Characteristics:

Current Rating: 1 A.

Dielectric Withstanding Voltage: AC 500V.

Insulator Resistance: 1000M2 min.

Contact Resistance: 20mQ max.

Operating Temperature: -55°C~+105°C.
Capacitance: 1.0pF max between adjacent contacts.
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254 A | B c D E| F
E 20 15.50 [15.50 | 5.08 | 5.08 | 5.08 | 5.08
28 18.04 (18.04| 7.62 | 762 | 7.62 | 7.62
32 18.04 [ 20.54| 7.62 |10.16 | 7.62 |10.16
44 23.48(23.48(12.70 |12.70 |12.70 [12.70
52 25.88|25.88(15.24 |15.24 |15.24 [15.24
68 PBT| 31.66| 31.66 | 20.32| 20.32 | 20.32 | 20.32
PPS| 31.04 | 31.04 | 20.32 | 20.32 | 20.32 | 20.32
84 PBT | 36.66| 36.66 | 25.40 | 25.40 | 25.40 | 25.40
PPS| 36.04|36.04 | 25.40 25.40 | 25.40 | 25.40
5203- 84 T S u
Series No. of T: Tin Plated T: PBT U: Tube Package
Pin Count C00: Selective Gold Plated S: PPS

* Extraction tool (5203-tool) available.
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