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JACKET: 3. 040. Inm

60P PVC BK

INSULATION: ¢1.340. Imm PVC

Jacket:#5.0£0.1mm 60P
black CONDUCTOR: 7/0. 16BS

BRAID:48/0.10CCS
CONDUCTOR:7/0. 15BS
DC X—X CROSS-SECTION

Insulation:2,9t1mm
FPE

AL
Conductor:1/0.5BC

BNC X-X CROSS-SECTION

CONDUCTOR:7/0. 12BS
SHIELD: 32/0. 10CCS
INSULATION: ¢1.340

RCA X—X CROSS—SECTION

JACKET: 3. 0£0. Imm 60P PVC BK

. Imm PVC

RCA WIRE BNC WIRE DC WIRE
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ITEM MATERIAL

#1 RCA shell plated nickel core black
#2 BNC shell plated nickel

#3 DC/M 5.5*2.1mm shell plated nickel
#4 DC/F 5.5*2.1mm shell plated nickel
#5 50P PVC Black

DESCRIPTION - MULTI-CABLE

SPECIFICATION

RCA + BNC + DC BLACK

5000mm + 30 TO 15000mm + 30

BNC IMPEDANCE

75€2

ELECTRONICS TESTS: RESULTS
1. CONDUCTOR RESISTANCE 20

2. 100% OPEN, SHORT, MISFIRE | OK

3. INSULATION RESISTANCE 20 M2 /Min
4. HI-POT DC 300V/10ms

NOTE: ALL MATERIALS CONFORM TO APPLICABLE ROHS STANDARD




