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DESCRIPTION

Change Precision Of Dimension 18,00 To 18.0,
£.00 To 4.0, 1.80 To 1.8 And Apply New Format

DATE
2007/04/24

STGN
JoEspirituy

aL Ty
CONFIDENTIAL

LEN-8B0397

2008/09/11

Shin

Add Note

LEN-8CO140

2008/11/24

Li Xiu Zhi

Change 2.5 To |.5

| 20120327 |
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CONFIENDIAL
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ISSUED
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QDD 15.45 .25

5/8" -2 TUNS
@lImportant Dimension To Check.

Weterproof Rate: [P6T

Housing: Black, NylontGF

Pin: Copper Alloy, Gold Plated

Nut: Black, Nylon+GF

Gasket: Black, EPDM

Use With Waterproof Cap Or Dust Cap
Panel Thickness Max: 3.0mm

Use Without Waterproof Cap Or Dust Cap
4. 5mm

Panel Thickness Max

With Liquid Glue
Pin Assignments

Front View
UNTT :mm

TOLERANCE
X SCALE
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XXX REV.
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Recommended Panel Gasket

\
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ITEM NO

BD-07PMMS-LCT00

DWG NO

BD-07PMMS-LCTO0
ALTW

DRAWN BY DATE
SamChang
CHECKED BY DATE

Jeffrey

APPROVED BY DATE
Lion

Standard
Lock TPin M Conn M Pin
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