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SPECIFICATIONS OF ROTARY POTENTIOMETER

— R B
Electrical characteristics :

1.1 % BH fE : PEAECE AR 1 KQ- 500 KQ (FFF7Z+20%) 1000 KQ DL E (FFF7E+30%)
Overall resistance range : 1 KQ- 500 KQ ( Tolerance+20% ) 1000 KQ Min ( Tolerance+30% )
(500Q #F B Taper) (500 B Taper Only)

12 %8 % Ih ;B 0.05W BEFEEASL 0.02W
Power rating - B Taper 0.05W  Except B Taper 0.02W

13 fJH 9 B 4L % M Taper:

R f BT 2EREEE vi2 BT 23 MELEE V23
S5 R BT 1-3 R A B Vi3 |l 1-3 R AER V13
Taper (%) (%)
A 10-25
B 40-60
C *150° 10-25
D(10A) 150°
X(10C) *150° 6-15
E(25C) *150° 18-34
K(25A) 150°

GE) R R B =T
*With respect to terminal 3
1.4 % ¥ [ {E : 1-2 fmF/2-3 b -

Residual resistance : 1-2/2-3 Same

N g FH P OEEKQ) 7% ¥ fH E Q)
Overall resistance(KQ) Residual resistance(Q)
R=10 20 AT 20MAX
10<R <50 30 AR 30MAX
3 % [
50<R <500 = [H M 19 0.1% L.l b
0.1% Max Of Total Resistance

1.5 1 By AR IIS WIEEL 100mV DLF -
Rotation noise (Referto JIS) : 100mV max.
1.6 #8 % [H L :D.C 250V Z84E 100MQ DL E -
Insulation resistance : 100MQ min. At D.C 250 Volts
1.7 T} & B : A.C300V i} 1 38804 1 -
Dielectric test - Units shall be designed to withstand 300 volts between resistance elements and

case for a period of one minute without damage or arcing.
18 JEmf H & B:ACSV (ACHMH) -
Maximum operating voltage : 50V A.C (A.C voltage only)

BENXEEFIERBARLH
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SPECIFICATIONS OF ROTARY POTENTIOMETER
- BB OB KR
Mechanical :

2.1 % 36 £y R 30045

Total rotation angle : 300+5°
2.2 o] B M RS 20~250gf-om CGEEGHREE 60 & /15)

Rotation torque : 20~250gf-cm. (Rotational speed 60° /1 sec)

2.3 b %2 B EERSR N0 L 250gf-cm IR PR E) 0.8

_ xL/20mm P-P DIN -

Play of %shaft The resistor shall be mounted by solderlng the mounting legs on the
panel ,and an end thrust of 250gf-cm at the end of the shaft shall be
applied. Then the total play of the shaft shall not exceed 0.8xL/20mm P-P.

24 B BE OB 5] R B 2ERE FIRINR TR I R AT 10kef, 10 FOgRAESLY -

Axis push-pull stféngth No damages with an application of push or pull force 10kgf for 10 sec.
2.5 i 2 E - B @ L - dkgf-em BLE -

Shaft end stop strength k
26 B K I # B /cgtom UL

Bushing mount strength 7kgf— m’min.

2.7 §7 8 W B BE : $RRTR, TT%&%E%Z?@%&%KE
Resistance to soldenng heat : After S@l ng ,there shall be no evidence of poor contact between
resistance elémient and terminals ,or any physical damages as a
result of the t& tﬁf‘ )
2.8 Click fiz & : 150+5 FEF (center click) " o

Click position :  150+5° (center click) ™
2.9 Click it H J7 1 30~250gf-cm ([EfEHE 60° /1)

Click torque : 30~250gf-cm (Rotational 60° /1 sec)
2.10 Click 2 fy @ 5,000 #LL E.

Click life ©  5,000cycles min.

v (2.8,2.9,2.10 &% FH XK CLICK K )

(2.8,2.9,2.10 IS USED FOR CLICK ONLY)

=~ A M
Rehab1hty test

31 B PH B B 3 A B M 15000 DL - (PEAE 500Q 5,000 [E]fE )
Rotat10na1 life : 15,000 cycles min.

* (500Q resistance shall be endurable with life test of more than 5,000 cycles. )

M- H ¥ NOTE

41 MR KJ 1 SC—6 44 3EEkixERTEEHS -
Meet or exceed JISC— 6 4 4 3 Requirements .

42 M| E: 10C~+70C
Operating temperature range: 10°C~+70°C

43 ff 7 I\ B -20C~+807TC
Storage temperature range : -20°C~+80°C

CENEFETFLTERODERALA
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STANDARD RESISTANCE TAPER
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Common Specification of Lead-Free Soldering and Storage conditions for Potentiometers

LUT 128 e AT SA =R RH BN B 1.6mm B IR EE R _ R IGR R e,
The specification below is based on testing results of 1.6mm thickness single layer printed circuit
board.

1. FILIESGHE

For Manual Soldering :
1-1 BRRAE R 350°C » #R(ERef 3 DA -
To be performed within 3 seconds at 350°C or below.
2. E%ﬁ#%%‘“ﬁ%&ﬁﬁ&

For Au ( ed or Semi-Automated Soldering Equipments:
21 fEFIEE 7 HEIRE 0.82 DI EHIBIRA] > B BELIEDRIFERS AR R — PR RvE - B BRI
Tﬁuﬁk‘fﬁ’%ﬁﬁ%ﬁi‘%ﬁ&@ﬁﬂ%ﬂ%ﬁﬁﬁ
Flux of 0.82 spec gravity, applied by foam fluxer, shall be used. Foam head shall be
limited to the helg ich is half thickness of printed circuit board to be soldered. No flux

surface temperature (undersurface 0 PCB) shall be settled within 100°C.

2-3 REEERE R EREE 260°C Lﬂ‘ ABLIA -
Solder Dipping is to be performed w1th1n 4 seconds at 260°C or below.
3. EEERIEE RN AR S E R IR R S BRSO AT
TR - |
For rotary potentiometer with plastic shaft which have centre detent or multiple detents, the
shaft should be settled in relevant detent position prier to soldering process.
4. FIRY - HERFHHESES I MESEE—E -
Regardless of soldering facility and method, solder dipping or solder smearing must not be
carried out more than 1 time.

Rk AEIR IR R E P B AR B R SR -

Remarks This specification is not recommended for and applicable in reflow soldering.

PR R N
Caution for soldering: ey Tﬂfi inal
WEFR - FilEE PCB LERATES Solder
Please avoid soldering on upper surface of \JV
P.C.B. as shown. ,
5. BREEE(Storage cenditiens}f % // %
B R R A LIRS IR : / S -
IR~ BRI - AR TR, B  FCB. board
BRI ER %@§%§ﬁ$¥iﬁ&
15550 6 (. AR S P 5

The products shall be stored in the origmai packaging and kept at room temperature and
humidity, out of direct sunlight, and away from any and all corrosive gas. The producis shall be
completely used as soon as possible, but no longer than 6 months from the date of delivery. Once

product packaging is opened, the complete quantity of such products shall be promptly used.




