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Altronics Part Number  Description Supplier Ordering Info.
W 4102 630/0.12 Black 78A Power Cable
Conductor
Material ....coooevvveveieenes Oxygen Free Copper
AWG ..ovveerriveenessienssss s 7.12mm°x1C (8AWG) Cond
CONSLUCION woervree v 630/0.12mm+0.008mm onductor
Stranded Diameter .......... 4.01lmm
Jacket
Insulation
Material ..ccovvevveeieeeeeeeinns N/A
Averag.e Thlcl:kness ........... N/A Conductor 1 ket
Insulation Diameter ......... N/A
Cores Assembly ................ N/A
Jacket
Material ....coooevvveereieenes PVC
Average Thickness ........... 1.25mm
Cable Diameter ................ 6.5+0.1mm
Colour
Insulation .....cceeeeeeevveennee. N/A
Jacket .o Black Transparent

Rated Voltage ................... 300vdc

Rated Temperature ......... 105C

Rated Current ................... 78 Amps

Maximum DC Resistance 0.00259Q/M

Tensile Strength ............... =10.3Mpa (Insulation and Jacket)
Elongation .......cccceevvevneee. =100% upward (Insulation)
Dielectric Strength ........... 2kV/min (Insulation in water)

Mechanical Characteristics

Again Condition ................ 120+1°C/120hr No Crack
Cold Blend .......cccoevevvernnnee. -20+2°C /4hr  No Crack
Packaging

Drum Sizes ....ccccevevevvieeene. 50 Meter

Marking

DYNALINK' W 4102 OFC 8G UL1056 MADE IN TAIWAN (01M~50M)



