
ITEM NO.: W 4991  
SIZE: RG11U COAXIAL CABLE 
DATE: 2021 / 03 / 22 

Test Item Specification 

Conductor 
Size 14 AWG 
Material CCS 
Construction 1/1.62±0.03 mm 

Insulation 

STD. Thickness 2.74      mm 
MIN. Thickness 2.33       mm 
Diameter 7.11±0.15       mm 
Material FOAM PE 
Color NATURE 

Braid 
Material AM 
Construction D.AL-Foil+96/0.160±0.008   mm 
Coverage 60    % min. 

Jacket 

STD. Thickness 1.07      mm 
MIN. Thickness 0.85        mm 
Diameter 10.0±0.20       mm 
Material P.V.C.
Color BLACK 

Physical and Electrical Characteristics： 
Rated Temperature 80 ℃ 
Rated Voltage 30 V 
Conductor Resistance 30.47    Ω/km@20℃ max. 
Dielectric Strength AC.     500 V/1Min no breakdown 
Cold Bend Test -10±2℃/4hr no crack
Impedance 75           Ω nom. 

Attenuation 

50MHz        2.51     dB/100M nom. 
100MHz 4.18 dB/100M nom. 
400MHz 7.61 dB/100M nom. 
600MHz 9.58 dB/100M nom. 
860MHz 11.98 dB/100M nom. 
1.0GHz        13.12 dB/100M nom. 
1.5GHz 16.61 dB/100M nom. 
2.4GHz   21.79 dB/100M nom. 
3.0GHz     24.94      dB/100M nom. 

Jacket Unaged Tensil Strengthe 1500     Ibf/in2 min. 
Elongation 100 %min. 
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