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Products Name: Heat Shrinkable Tube 

Products Size: Ф1.17-Ф101.6 

Products Type:   WR0910A 
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Specifications: 

Item Spec 

Shrink Temperature (℃) 100~140 

Temperature Range(℃) 135 

Radial Shrinking Ratio (%) ≥50 

Longitudinal Shrinking Ratio (%) -5~+5 

Tensile Strength (MPa) ≥10.4 

Elongation Ratio (%) ≥200 

Aging in circulating-air oven 
（180±2.0）℃，50Hrs 

（180±2.0）℃,  50Hrs 

After aging 
Tensile Strength 

(MPa) 
≥6.9 

Volume Resistivity (Ω·cm) 1014 

Dielectric Strength (kV/mm) ≥15.8 

Flammability 60s self extinguish 

Corrosion No Corrosion 

Heat shock(250±3℃，4Hrs) No cracks, flowing or dripping 

Concentricity (%) ≥50 
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Heat-shrinkable Tube Standard Size 

Size – Supplier 
code CB-1000 

Inside Diameter 
           Inch (mm) Wall Thickness After 

Recovery 
Inch (mm) Min. as supplied Max after recovery 

CB-1000-101 0.046(1.17) 0.023(0.58) 0.016±0.003(0.406±0.076) 

CB-1000-102 0.063(1.60) 0.031(0.79) 0.017±0.003(0.432±0.076) 

CB-1000-103 0.093(2.36) 0.046(1.17) 0.020±0.003(0.508±0.076) 

CB-1000-104 0.125(3.18) 0.062(1.58) 0.020±0.003(0.508±0.076) 

CB-1000-105 0.187(4.75) 0.093(2.36) 0.020±0.003(0.508±0.076) 

CB-1000-106 0.250(6.35) 0.125(3.18) 0.025±0.003(0.635±0.076) 

CB-1000-107 0.375(9.53) 0.187(4.75) 0.025±0.003(0.635±0.076) 

CB-1000-108 0.500(12.7) 0.250(6.35) 0.025±0.003(0.635±0.076) 

CB-1000-109 0.750(19.1) 0.375(9.53) 0.030±0.003(0.762±0.076) 

CB-1000-110 1.000(25.4) 0.500(12.7) 0.035±0.005(0.889±0.127) 

CB-1000-111 1.500(38.1) 0.750(19.1) 0.040±0.006(1.016±0.152) 

CB-1000-112 2.000(50.8) 1.000(25.4) 0.045±0.007(1.143±0.178) 

CB-1000-113 3.000(76.2) 1.500(38.1) 0.050±0.008(1.270±0.203) 

CB-1000-114 4.000(101.6) 2.000(50.8) 0.055±0.009(1.397±0.229) 

 


