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Audio Visual » 20 Audio Distribution

Price Each RRP 2 + 4+

A 2387A  329.00  296.00  264.00 

Designed for multi-room sound systems. Provides six independent stereo volume 
controls with individual zone on/off switches. Controls enable 11 volume settings plus 
off position. In addition, each zone can be switched on or off from the front panel. All 
speakers, or any combination thereof can be played at one time. The internal imped-
ance matching network ensures a constant safe load for your amplifier. Individual A/B 
switches are used to select between two amplifiers. All connections are via rear panel 
pluggable screw terminal blocks. Suitable for use with 4Ω, 6Ω or 8Ω systems. 300W 
RMS total power handling. Dimensions 152D x 432W x 56H mm.

Price Each RRP  4+  10 +

A 2304  60W 39.95  35.95 31.95
 A 2305A  60W (Dual Cover)  69.00  65.00  60.00 
 A 2312A  100W (Dual Cover)  99.00  95.00  90.00 

Fully self contained stereo volume controls on a sin-
gle gang switch plate. A compact and easy solution 
for expanding your home audio system. Great for 
patios, games rooms & entertainment areas. 

A 2304: Rated at 60 watts (30W per channel). 
Suitable for controlling one pair of 8 Ohm speakers. 
Terminations via screw terminals. 6 settings plus off.

A 2305A: Rated at 60 watts (30W per channel). 
Suitable for one pair of 8 Ohm speakers. Termina-
tions via screw terminals. 11 settings plus off.

A 2312A Impedance Matching: Rated at 100 watts 
(50W per channel). Selectable impedance matching 
allows up to 8 pairs of 8 Ohm speakers to be con-
nected. Terminations via pluggable terminals.
11 settings plus off.

Stereo Volume Controls

▼  Speaker Distribution

Price Each RRP  2 + 4 +

 A 3021A  2 Way  29.95  26.95  23.95 
 A 3026A 4 Way  46.95  42.50  37.95 

Suitable for switching multiple sets of speakers on a single amplifier eg: to switch 
between lounge and patio speakers. Incorporates 2 or 4 separate stereo speaker 
switches. Allows a combination of speakers, or all speakers on at once. Maintains cor-
rect impedance load for the amplifier (4Ω min).

A 3021A A 3026A

Stereo Speaker Selectors

Price Each RRP 4+ 10+

A 2285A  41.95  38.25  33.95 
 A 2287A  With RCA & 3.5mm audio  50.75  46.25  41.50 

A 2287AA 2285A

In-line volume controls for line level 
sources such as CD player, Tuner, 
MP3 player etc. Both models utilise 
a 10kΩ logarithmic potentiometer. 
Perfect for board rooms & lecture 
theatres.  Dual cover wallplate.
A 2285A: Standard line level volume 
control with screw terminals for input 
and output connections.
A 2287A: Standard line level volume 
control with the addition of stereo 
RCA input sockets, stereo 3.5mm 
jack socket, and screw terminals for 
output connections.

Redback® Line Level Volume Controllers

Suitable for remote speaker 
volume controls. Can also 
be mounted into speaker 
boxes or wall plates. 100W 
rating, suitable for 8Ω 
systems.
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Amplifier

Speaker

Rear of
Fader

Price Each RRP  4 + 10+

 A 2110 Mono  42.95  38.65  34.35 

100W Mono Audio Fader

6 Zone 100W Speaker Switcher With Volume Controls

Price Each RRP 2 + 4+

 A 2370  149.00  135.00  115.00 

Amplifier

Speaker Pairs

CD Player / Tuner

A 2370

+-

Designed for installations using several pairs of 8Ω speakers connected to one 
amplifier. Adjustable impedance protection allows multiple pairs of speakers to be 
connected without overloading the amplifier. Each pair is wired back individually to the 
transformer. Accepts up to 4 pairs of speakers totalling 150W, and can be placed in 
the ceiling space or behind the amplifier. Plug in terminals simplify installation.

Speaker Distributor Impedance Matching 4 Pair 

Price Each RRP 2 +  5 +

A 2384  170.00  160.00  149.00 

Allows on/off switching and level control of two sets of either 4Ω or 8Ω stereo speak-
ers. Includes impedance correction circuit and a protection switch for use with 4Ω 
speakers. Power capacity up to 50W RMS per channel. Each stereo speaker set has 
an independent 10 step volume control plus on/off switch and push-tab terminals on 
the rear panel.

2 Zone 50W Speaker Switcher With Stereo 
Volume Control

Save with a VIP-Trade Card.
If you are in the trade and regularly purchase electronic goods for business 
purposes, chances are you will qualify for our Trade Discount. This entitles 
you to substantial discounts off our regular direct import prices. Actual 
discounts depend on the product type and quantity purchased. Typical 
discounts range between 20% to 30%. Apply online. 


