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9«  Audio VisualSignal Converters

Converts VGA signal to HDMI. Ideal for 
connecting VGA equipment to modern 
HDMI monitors & televisions. Supports 
virtual 7.1ch audio over HDMI or 
3.5mm stereo output. Powered by 
USB 5V DC.

Price Each RRP  4 +  10 +

 P 7357    0.5m  71.50  64.50  57.50 

VGA To HDMI Adaptor

Price Each RRP  2 + 4 +

 A 3199A  68.95  64.50  62.25 

Converts a digital audio output (from a DVD 
player, set top box etc) into a standard 
stereo line level signal for connection to 
a stereo or commercial amplifier system. 
Both coaxial and optical (Toslink) input 
connections are provided. The internal low 
noise digital to analog converter ensures no 
signal degradation. Max sampling rate 96KHz. 
Standard stereo RCA output. Includes power 
supply.  Note: Operates with PCM digital signal. Will not 
operate if source is set to Dolby/ DTS HD output.

Digital Audio to Stereo Analog Audio Converter 

Converts an analog audio output (from any 
standard line level source) into a digital audio 
signal for connection to a commercial amplifier 
or distribution system. Both coaxial and optical 
(Toslink) input connections are provided. The 
internal low noise analog to digital converter 
ensures minimal signal degradation. Standard 
stereo RCA input. Includes power supply. 
Outputs LPCM digital audio only.

Price Each RRP 2+  4 +

 A 3198A  56.95  53.95 51.75 

Stereo Analog Audio To Digital Audio Converter

This compact HDMI repeater is a single box 
solution for extending HDMI lead lengths. Simply 
plugs in line and boosts signal allowing lead 
lengths up to 25m. Ideal for situations where 
home theatre equipment is located remotely 
from the screen or projector. No power required.  
HDCP 2.2 and HDMI 2.0 compliant. YUV 4:4:4

Price Each RRP 2 + 4 +

A 3124 45.00 40.50 36.00

ULTRAHD

HDMI 4K 25m Repeater

A compact, single box solution for extending HDMI 
lead lengths. Simply plugs in line and boosts signal 
allowing lead lengths up to 50m. Ideal for situations 
where home theatre equipment is located remotely 
from the screen or projector. HDCP compliant.  
Extends to 25m @ 4K/60Hz, 40m @ 4K/30Hz, 
50m @ 1080p. Powered by HDMI cable with op-
tional USB power input for M 8861 if required.

Price Each RRP 2 + 4 +

 A 3133B  49.95  44.95  39.95 

HDMI Repeater

Price Each RRP  2+ 4 +

 A 3504A 69.95  62.95  55.95 

A compact down scaler box designed to 
convert HDMI to a stereo composite signal 
for integration into analogue signal instal-
lations. Ideal for using new source equip-
ment with older televisions or distributed 
AV systems. NTSC/PAL selection. Includes 
USB cable for external power (may only re-
quire external power for longer HDMI runs).  

HDMI To Stereo Composite Converter

Price Each RRP  4 +  10 +

 P 7354A  39.95  35.95  31.95 

This lead adaptor converts a HDMI signal to VGA 
and splits the audio signal to a 3.5mm stereo jack 
output. This allows high quality video signals to be 
transmitted over greater distances, plus integrate 
a HDMI audio source into a standard stereo 
amplifier system.  Supports HDTV resolutions 
up to 1080p. HDCP compliant. It also includes a 
micro USB to USB ‘A’ lead for powering from your 
source/amp or USB adaptor (sold separately). Output

HDMI To VGA & Stereo Audio Converter

Input

Handy mini DAC and headphone amplifier in one. With optical and coaxial inputs 
and 3.5mm/RCA outputs, its ideal for converting digital formats into analog signals. 
Supports PCM audio @ 192KHz (24-bit).  Includes USB power cable. 
Size: 70W×60D×20Hmm.

Mini Digital to Analog Audio Converter (DAC)

Rear connections

Price Each RRP 2+ 4+

A 3195A  67.95  51.25  54.50 

Features   • 1 x Toslink S/PDIF and 1 x coaxial input • Connects to DVD, media player and 
other devices •  1x RCA output • 3.5mm headphone output • Automatically mutes noise 
when input has no audio signal  • Supports sampling rate at 192kHz 24bit PCM • Volume 
adjustment  • Compact metal case

Price Each RRP 2 + 4 +

 S 9292B  57.50  51.75  46.25 

Downscales a VGA signal to a composite 
video signal for connecting a VGA output 
of a DVR to a standard monitor input. 
Supports resolutions up to 1920 x 1024 @ 
60Hz. No software required. NTSC or PAL 
switchable. USB powered.

VGA To Composite/S-Video Converter  

Price Each RRP 2+ 4 +

A 3503  39.95  35.95  32.95 

This handy box provides a way to connect 
older AV devices (such as retro gaming 
consoles, VCRs & camcorders)  to HDMI 
inputs and upscales the signal to 1080p 
@ 60Hz. 720p/1080p selectable.  USB 
powered.

Composite AV To HDMI Upscale Converter

NEW!

Easy online ordering at www.altronics.com.au

Order online 24/7, 365 days a year!


