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M
anufactured for Altronic D

istributors Pty Ltd

N
OT FIELD

 SERVICEABLE.
D

istributed by Altronic D
istributors Pty. Ltd. Perth. W

estern Australia.
Phone: 1300 780 999 Fax: 1300 790 999

Internet: w
w

w.altronics.com
.au

P
age 3

C
A
U

T
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N

This appliance is not intended for use by persons (including children) w
ith reduced physical, sensory and m

ental
capabilities, or lack of experience or know

ledge, unless they have been given supervision or instruction concerning
the use of the appliance by a person responsible for their safety. Children should be supervised to ensure they do

not play w
ith the appliance.

For repair or service please contact your place of purchase.
N

ote: U
nder no circum

stances should you attem
pt to repair the device yourself or via a non-authorised Altronics

service centre, as this w
ill invalidate the w

arranty! D
uring the w

arranty period, w
e undertake to repair or replace

your product at no charge if found to be defective due to a m
anufacturing fault. The w

arranty excludes dam
age by

m
isuse, neglect, shipping accident, incorrect installation or no fault found.

Revision  3/10/2011

Im
p

o
rtan

t N
o

tes:
1. T

he am
plifiers capable of delivering an output signal w

ith an im
pedance of 4ohm

s or less are recom
-

m
ended.

2. B
ridged am

plifiers (external or internal) are not recom
m

ended to be used w
ith this speaker selector.
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S
S

peaker connections:....................................................................................................................4Ω
 or 8Ω

Frequency R
esponse:

..............................................................................................30H
z ~

 20 kH
z  ±

 2dB
M

ax A
udio A

ttenuation:....................................................................................................................- 42 dB
P

ow
er H

andling:
................................................................................................................100W

 R
M

S
 M

ax
D

im
ensions:

............................................................................................445m
m

 L x 170m
m

 W
 x 58m

m
 H

X
1

X
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X
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X
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100H
z

8.2Ω
8.7Ω

13.9Ω
9.9Ω

14.9Ω
12.6Ω

500H
z

8.5Ω
9.1Ω

14.0Ω
10.2Ω

15.1Ω
12.3Ω

1K
H

z
8.5Ω

8.9Ω
14.6Ω

10.0Ω
15.2Ω

12.6Ω

5K
H

z
8.5Ω

8.9Ω
14.8Ω

10.7Ω
15.2Ω

13.0Ω

10K
H

z
8.5Ω

9.3Ω
15.7Ω

11.2Ω
16.0Ω

13.0Ω

Frequency

S
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Im
pedance
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P
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P
age 1

T
his speaker selector and volum

e control unit enables you to use up to six pairs of speakers throughout
your hom

e. T
he volum

e for each speaker pair can be controlled individually. T
he output from

 the am
plifi-

er/receiver is w
ired directly to the A

 2387. From
 there, speaker w

ire is run to speakers located in various
room

s throughout the house. M
usic for each location is selected by pushing the front panel O

N
/O

F
F

 but-
tons, and adjusting the appropriate volum

e control to the desired level.

F
E

A
T

U
R

E
S

:
• M

anual im
pedance m

atching adjustm
ent for high acoustic quality 

• 4Ω
 or 8Ω

 speaker com
patible.

• S
peaker pow

er: 100W
/channel (R

M
S

). 
• R

em
ovable connector can handle 12-22 A

W
G

 capacity speaker cable.
• R

ecessed areas on front panel for labeling the room
/zones. (labels not included)

• 19’ rack m
ounting option. 

• R
equires no pow

er to operate.

1. Im
p

ed
an

ce M
atch

in
g

 p
ro

tectio
n

 fu
n

ctio
n

s:
A

 2387 is provided w
ith selectable im

pedance com
patible design and high acoustic quality for enjoym

ent.
N

o m
atter w

hether you are using 4Ω
 or 8Ω

 speakers, the A
 2387 can be set m

anually for im
pedance

m
atching using the im

pedance pair selector located on the back of the unit. W
hile m

ultiple speakers are
connected to the am

plifier at the sam
e tim

e, the reducing im
pedance of the speakers m

ay adversely
affect the am

plifier.  T
herefore, it is im

portant to select the correct im
pedance-pair setting.  S

et the num
ber

of the speaker pairs that you propose to install on the speaker output, and use a flat-head screw
 driver to

m
ake the adjustm

ent for im
pedance m

atching on the back of unit.

N
ote: T

he unit is factory preset to have the im
pedance-pair rotary sw

itch set on ‘6’.  T
he num

ber should be
selected accurately in accordance w

ith the quantity of the speaker pairs that have been connected to the
unit, in order to optim

ize sound quality. F
or exam

ple, if using four speakers, connect speakers to any out-
puts and set the im

pedance pair sw
itch to “2”, referring to the tw

o pairs of speakers being used. 

F
ig

u
re 1: R

ear p
an

el co
n

n
ectio

n
s

2. In
d

ep
en

d
en

t A
m

p
lifier In

p
u

t C
o

n
tro

l
A

 2387 has tw
o sets of am

plifier inputs – A
 and B

 – on the rear panel.  T
here is a push-button sw

itch on
the front panel beside each speaker volum

e control knob that allow
s a user to choose w

hich input source
w

ill feed into w
hich speaker pair.  T

hus, a user can have either am
plifier’s audio feeding into speakers in

one room
 or all room

s, or a com
bination of different sources in different room

s.

3. S
w

itch
in

g
 S

p
eaker p

airs O
N

/O
F

F.
A

 2387 has O
N

/O
F

F
 sw

itches for each independent speaker pair control. A
 user can therefore turn the

audio off or on for a given room
. N

ote: F
or safety reasons it is recom

m
ended for each speaker output be

set to the ‘O
F

F
’ position before com

m
encing speaker installation.

4. Vo
lu

m
e C

o
n

tro
l:

T
he A

 2387 sound volum
e control knob has 12 steps w

hich applies up to -42dB
 attenuation on the audio

signal (as show
n in the table below

). T
he frequency response is 30H

z-20kH
z w

ith ±
2dB

 of deviation.  T
he

first position is O
F

F.  Turn the knob clockw
ise to increase the volum

e for each speaker pair.

IN
S

TA
L

L
A

T
IO

N
R

em
em

ber that the left and right audio channel circuits are separated in this device.  T
herefore, it is

im
portant to m

ake sure that the input connections (+
 and - , L and R

) are w
ired correctly from

 each
source (A

 and B
), and to each speaker pair.

O
P

E
R

A
T

IO
N

T
his device is easy to operate.  It is effectively a tw

o into six audio m
atrix sw

itcher w
ith im

pedance m
atch-

ing capability for speaker pairs.

1. F
irstly, connect the source am

plifiers to the A
 and B

 inputs.
2. T

hen install the speaker pairs w
here they are required inside the hom

e or office.  C
onnect the speaker

w
ires into the unit’s rear panel.

3. S
w

itch the source am
plifiers on.  A

ssign ‘A
’ source input to chosen speakers and ‘B

’ input to the
rem

ainder. P
ress A

/B
 source sw

itch dow
n to select source ‘B

’ input for a channel. 
4. Turn on the speakers you w

ish to listen to (press the O
N

/O
F

F
 button in) and turn up the volum

e to a
desired level suitable for that room

.

Im
p

ed
ance p

air selector
(factory p

reset at 6)

F
ig

u
re 2: F

ro
n

t p
an

el co
n

tro
ls

S
w

itch S
teps

1
2

3
4

5
6

7
8

9
10

11
12

A
ttenuation

O
F

F
-42dB

-36dB
-30dB

-24dB
-18dB

-15dB
-12dB

-9dB
-6dB

-3dB
0

F
ig

u
re 3: W

irin
g
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iag

ram
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