
CAE-212
SAFETY FIRST
WARNING: TO REDUCE RISK OF FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE TO RAIN OR 
MOISTURE.

INTRODUCTIONBiema 
CAE-212 is a compact 1U signal distribution unit which can be configured for 2 inputs to 6 outputs. All inputs and 
outputs accept balanced or unbalanced signals.  Each output has a front panel mounted volume control. The 
design enables a single input source to be fed to multiple amplifiers. It can also reduce the power surge or 
interruption, which ensures signal distribution stable and reliable.

I.Front Panel Description

1. MASTER OUTPUT LEVEL controls the amount of master output signal. 
2. Mono Input LEVEL controls the level of signal through each particular channel.
3. POWER switch & indicator: When it is turned on and the LED lights, the machine is ready to work. 

II. REAR PANEL INSTRUCTION
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Serial Number

AC 220V~240V 50/60Hz

 OUTPUT  6  OUTPUT  5  OUTPUT  4  OUTPUT  3  OUTPUT  2  OUTPUT  1

CH.A CH.B CH.A CH.B CH.A CH.B CH.A CH.B CH.A CH.B CH.A CH.B 

1 2 34

1.Master LEFT & RIGHT INPUTS are balanced Tip –Ring-Sleeve (TRS) 1/4” inputs. These inputs feed all six MONO 
OUTS when all MONO INS are not used. Connecting to individual MONO INs disconnects that channel from these 
inputs. For unbalanced operation use a standard mono 1/4” plug; for balanced operation use a TRS( stereo) 1/4” 
plug wired as follows:
     TIP is signal + (connect to Pin 2 on a 3-pin connector)
     RING is signal - (connect to Pin 3 on a 3-pin connector)
     SLEEVE is chassis ground.

2.MONO CHA INPUT is TRS1/4” jack which accepts either balanced or unbalanced mono signals. Follow wiring 
conventions as in 1. 
3.MONO CHB INPUT is TRS1/4” jack which accepts either balanced or unbalanced mono signals. Follow wiring 
conventions as in 1. 
4.AC POWER SUPPLY INPUT

 



CAE-212
4.TECHICAL SPECIFICATIONS

S/N. Rate(A Weight)

Frequency response

THD%

Input mode

The max gain of the output

Dynamic range

Indicator

Input impedance

Output impedance

Input connector

Output connector

Power

Dimension(W*D*H)mm

Weight

Manufacturer:  WIND FORCE ELECTRONIC MANUFACTURING CO.,LTD

5718 Kenwick St.San Antonio Texas 78238 U.S.A.
                Tel:001-210-6842600     Fax:001-210-8556279     E-mail:gc@biema.us

China factory: No.4 road 2, Caier industrial and business zone, Shiqiao town, Panyu district, Guangzhou, China

                PC: 511400    Tel: 86-20-66606029(export)   66606020(domestic)    Fax: 86-20-66618678

                E-mail: audio@biema.com

TECHNICAL PARAMETER S CHANGERS ARE NOT INFORMED.'

＞103dB

20Hz~20KHz(±3dB)

＜0.03%

6.35MM BALANCED INPUT  

Mono out +6dB/CH

118dB

Power

Balanced 20 K/Unbalanced 10 K

Balanced 300/Unbalanced 150

6.35MM BALANCED INPUT, TIP=POS RING=NEG SLEEVE=CHASSIS GROUND

6.35MM BALANCED INPUT, TIP=POS RING=NEG SLEEVE=CHASSIS GROUND

AC 230V  50Hz

482x113x44(508x190x110)mm

1.5kg/2.5kg



CAE-212
安全须知：
    
    为了防止电气设备短路引起火灾，请勿将设备置于潮湿和有雨的地方，并将外壳可靠接地。

介绍

    拜玛CAE-212是一台强有力的系统化装置，它拥有独立调整输出电平的2进6出的音频信号分配器，全
平衡输入、输出功能，能配合你的系统设备进行不同要求的连接，从而保证输出信号的电平与输入信号一
致，并能减少和抑制电网中的各种干扰和浪涌冲击，以保证系统设备在信号处理上的稳定性和可靠性。

一、前面板功能描述

1．总输出电平旋纽：控制输出信号的电平大小。

2．单通道输出电平旋纽：控制经过单个通道的信号电平大小。
3．电源开关及显示灯：当灯亮时， 本机就开始工作。 

二、后板功能描述

1.总左右通道输入，这两个输入供给所以6个单通道输出。不平衡输入请用标准的单声道1/4”插头，平衡
输入请用立体声1/4”插头。连接方式如下：
顶 信号+ （连接到3蕊连接器的脚2）
环 信号- （连接到3蕊连接器的脚3）
套 一般接地
2.单通道CHA输出 立体声1/4”插座可提供不平衡输出（用单声道线和插连接）或平衡输出
（用立体声线和插连接）。连接方式如1所述。
3.单通道CHB输出 立体声1/4”插座可提供不平衡输出（用单声道线和插连接）或平衡输出
（用立体声线和插连接）。连接方式如1所述。
4.交流电源输入
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CAE-212

信噪比（A计权）

频率响应

总谐波失真比

输入方式

最大输出增益

动态范围

指示灯

输入阻抗

输出阻抗

输入插座

输出插座

电源

产品/运输尺寸(W*D*H)mm

净重/毛重

＞103dB

20Hz~20KHz(±3dB)

＜0.03%

6.35MM平衡输入

Mono out +6dB/CH

118dB

Power

Balanced 20 K/Unbalanced 10 K

Balanced 300/Unbalanced 150

6.35MM平衡输入, TIP=POS RING=NEG SLEEVE=CHASSIS GROUND

6.35MM平衡输出, TIP=POS RING=NEG SLEEVE=CHASSIS GROUND

AC 230V  50Hz

482x113x44(508x190x110)mm

1.5kg/2.5kg

Manufacturer:  WIND FORCE ELECTRONIC MANUFACTURING CO.,LTD

5718 Kenwick St.San Antonio Texas 78238 U.S.A.
                Tel:001-210-6842600     Fax:001-210-8556279     E-mail:gc@biema.us

China factory: No.4 road 2, Caier industrial and business zone, Shiqiao town, Panyu district, Guangzhou, China

                PC: 511400    Tel: 86-20-66606029(export)    66606020(domestic)    Fax: 86-20-66618678

                E-mail: audio@biema.com

技术参数如有变更，恕不另行通知。

三、操作说明
A：CAE-212是一台具有输出电平独立调整的2进6出的音频信号分配器，全平衡输入输出设计。
B：对于一个信号要分配给多台器材同时使用时，CAE-212可以保证输出信号的电平与输入信号一致，不会
   衰减且阻抗匹配。
C：CAE-212设置的独立电平调校功能，可以让你细调每通道电平输出，以配合其它设备的需要。

四、技术参数
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