
Series II Aviation Headset

Congratulations on your purchase of our Series II aviation
headset.  Certified by National Acoustic Laboratories, the
Series II range of Headsets have been designed to provide a
lifetime of trouble free service. This instruction guide covers
the following models:

C 9063A Black Flexboom Electret Mic
C 9064A Black Flexboom 200Ω Dynamic Mic

Fitting & Operation: 

1. Fit headset to head, adjust the earphones for comfort using the knurled nuts located on the side of the headpad
(number 6 on the diagrams below). The microphone boom arms can be adjusted so that the microphone can be
worn from the left hand side or the right hand side. 

2. Adjust the microphone boom arm so that the microphone is approximately 25mm (1 inch) from the mouth.

3. Set the volume control to minimum.

4. Connect the headset to the radio/intercom and adjust the volume to a comfortable level. 

The complete range of aviation headsets have been certified by
National Acoustic Laboratories (NATA) and have been given an
SLC80 rating of 29.
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Features (both models):

1. Extra thick ventilated cushion headpad for maximum comfort.
2. Corrosion proof chrome plated steel.
3. Stirrup pivot assembly gives ear cups universal fit.
4. Quality cord with moulded junction box and long plug strain reliefs for added reliability.
5. Soft gel filled ear seals for exceptional comfort and maximum attenuation of external noise.
6. Knurled nut construction for easy customised fit. Set it once and it fits you right every time.
7. Earphones (300Ω ea.) wired in parallel for safety and reliability. Compatible with 150-1000Ω systems.
8. Volume Control allows you to adjust to a comfortable level.
9. Universal Boom allows microphone to be placed on the left or right side of mouth. 
10. High performance noise cancelling microphone.



Series II Aviation Headset

Not field serviceable: 
For service contact

Altronic Distributors Pty. Ltd.
Phone: 1300 797 007  Fax: 1300 789 777

C 9063A Attenuation Characteristics:

Frequency (Hz)                  125     250     500    1000    2000    3000    4000   6000   8000
Attenuation (dB)               -14.3   -21.5   -27.1   -31.8   -36.0   -39.6   -41.8   -39.7   -37.0
Standard Deviation            3.3      2.4      1.5      1.6       1.3       2.1       2.1      2.0      1.3

C 9064A Attenuation Characteristics:

Frequency (Hz)                  125     250     500    1000    2000    3000    4000   6000   8000
Attenuation (dB)                 -50      -43      -31      -33      -39      -42      -43      -53      -53
Standard Deviation            3.3      2.8      1.8      1.5       1.3       2.0       2.2      1.8      1.3

C 9075 Aviation headset

carry case
A stylish, compact padded carry case
designed to protect your headset and
extend it’s operational life. 

Aviation Adaptor Leads
Available in Aeroplane socket to Nato
helicopter plug or Nato socket to
Aeroplane plug style. For those pilots
that interchange from rotary wing to
fixed wing on a semi- regular basis.
C 9092 Plane socket to NATO plug
C 9093 NATO socket to plane plug

C 9090 Push to Talk Switch
The P.T.T. (Push-To-Talk) Switch is a
professional assembly featuring
rugged and smooth operation. The
push to talk switch switches the
microphone on and off. Compatible
with any general aviation headset.

A range of other Aviation Headset products are available 
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