
User’s Manual Function Operation Function Operation

Included in the box

Frequency List

Desktop Charger 
Connector

Optional Functions

· Time Out Timer(TOT)
The purpose of the TOT is to prevent any single person 
from using a channel for an extended period of time. An 
alarm will sound if the transmission continues beyond the 
set time. The transceiver will stop transmission if this 
occurs. To stop the alarm, release the PTT switch and the 
transceiver will return to standby.

· Battery Power Saving
If there is no signal or operation the radio will reduce its 
power consumption. The battery power-saving function 
activates when the channel is unoccupied or has not been 
in operation for longer than 10 seconds. When a signal is 
received or operation starts, the battery saving function will 
automatically shut off.

· Low Battery Warning
If the battery power falls to the predetermined value during 
transmission, the status indicator will �ash red. At this 
stage you will need to either replace the battery or
charge it.

Optional Functions

· Monitor
This operation is used when you wish to adjust the volume 
level or if you need to receive signals that are weak. Press 
the monitor key for a long time and the status indicator will 
light up green.

· CTCSS/DCS
CTCSS function is used to avoid mutual interference 
among various users and also to avoid hearing irrelevant 
calls and interference signals. CDCSS is a further 
development of the continuous tone-coded squelch 
system or CTCSS that uses a slow-speed, binary data 
stream passed as sub-audible data along with the 
transmission. It adds a tone into your transmission at a 
certain frequency.

· VOX
This function can be voice activated so the user doesn’t 
have to press the PTT key. VOX gain inversion level refers 
to the voice sensitivity which has levels 1-9

Optional Functions

· Lock Key
When power is on, press and hold both Channel (+) and 
Channel (-) buttons to lock all handset buttons. Press and 
hold +/- together again to unlock. 

· Voice Prompt
Tells you which channel number is selected with each 
press +/- buttons. 

· Busy Channel Lockout
The function can prevent interference from other intercom 
calls from the same channel.

· PTT (Push to talk)
Press this button whenever you wish to talk with the user 
of the other radio. 

· 16 Channels
· Lock Key
· Strong anti-interference 
· Super receiving 
· Shatter-resistant and dust proof 
· Special signaling (CDCSS)
· Scan, VOX and alarm 
· Chinese/English voice prompt
· Lithium battery 3V replaceable
· Modulation Mode: FM (F3E)
· Authorized Bandwidth (ANZ): UHF CB [Channels 1-16]
· Compliance: AS/NZS 4365:2011; EN 55032

· Transceiver Handset x2
· Belt Clip x2
· Charging Cradles x2
· USB Lead x2
· USB Mains Charger x1
· USB 2-way splitter cable
· Rechargeable Li-ion battery x2
· Instructions

Battery

These two diagrams display how to remove and put back in 
the provided battery

Case Port Battery Port

Speci�cations

General 
- Frequency Range: 476 - 477MHz 
- Rated Voltage: DC3.7V 
- Memory Channel: 16 
- Antenna: Internal Antenna 1.5 dBi
- Dimension: 136 x 56 x 22mm
- Weight: 90g
- Battery: Lithium 1500mAh Li-ion rechargeable
- Temperature: -20° - +55°C

Transmitter
- Output Power: ≤1W [LOW]
- Modulation Mode: FM (F3E)
- Max. Frequency Deviation: ≤5KHz
- Spurious Radiation: <-60dB
- Pre-emphasis Character: 60dB
- Emission Current: ≤100mA
- Channel Separation: 12.5kHz [NARROW]

Receiver
- Sensitivity: ≤0.16uV (12dB SINAD)
- Squelch Sensitivity: ≤0.2uV 
- Intermodulation Interference Resistance: 50dB
- Audio Power: ≥300mW
- Receiving Current: ≤100mA
- Standby Current: 20mA
- Class: Class 3
- Water Ingress: IPXO
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*Can be used with suitable USB Comms cabe for adjusting 
frequency list parameters on individual handsets

!

Battery Save: Open
Squelch level: 4
TOT Warning: 0
Time out Timer (sec): 60

Con�guration for Australian / New Zealand Operation

Brand Name: WLN (Handheld units and charger caddies)
Model Number: KD-C1 

Altronics part code: X 0669
Manufacturer: Quangzhou Kaili Electronics Co., Ltd

Country of Origin: China
Programmed Frequencies: Channels 1 – 16 as permitted 

by AS/NZS UHF CB.

Imported by Altronic Distributors Pty Ltd
www.altronics.com.au


